
3

www.techbase.com.hk

RF DEVICES & HIGH FREQUENCY INDUCTORS  RF DEVICES & HIGH FREQUENCY INDUCTORS  

Item Specification
Working Frequency Range 2.4GHz ~ 2.5GHz
Gain 2 dBi (Typical)
VSWR 2 max.
Polarization Linear
Azimuth Bandwidth Omni-directional
Impedance 50 Ω
Rated Power (max.) 3 Watts
Maximum lnput Power 5 Watts for 5 minutes

RF ANT 522011 0 A 0 T
Walsin Product code Dimension code Unit of dimension Application Specification Packing

RF Device ANT : Antenna Per 2 digits of 0 : 0.1 mm A: 2.4GHZ ISM Band Code from 0 ~ 9 T: 7" Reeled
Length, Width, 1 : 1.0 mm dependent on different G: 10" Reeled
Thickness : electrical specification B:  Bulk
e.g. : X:  SFC product
522011 = Length
52, Width 20,
Thickness 11

2.0 ± 0.2 mm 1.15 ± 0.10 mm

WTC

50Ω Feed line

Bandwidth >150MHz

Empty Area 
18X9mm

2.5mm

3.3mm

1.5mm
1mm18mm

GROUND
30X18mm

Test Board Return Loss (S11)

E-Plane (dBi) H-Plane (dBi)
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Dimensions RFANT5220110A0T Series

Typical Electrical Characteristics:

How to Order

2.4 GHz Bluetooth/WLAN-Chip Antenna-RFANT5220110A0T
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